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stream generated by an electric arc
furnace or AOD vessel.

Direct-shell evacuation control system
(DEC system) means a system that
maintains a negative pressure within
the electric arc furnace above the slag
or metal and ducts emissions to the
control device.

Dust-handling system means equip-
ment used to handle particulate matter
collected by the control device for an
electric arc furnace or AOD vessel sub-
ject to this subpart. For the purposes
of this subpart, the dust-handling sys-
tem shall consist of the control device
dust hoppers, the dust-conveying
equipment, any central dust storage
equipment, the dust-treating equip-
ment (e.g., pug mill, pelletizer), dust
transfer equipment (from storage to
truck), and any secondary control de-
vices used with the dust transfer equip-
ment.

Electric arc furnace (EAF) means a
furnace that produces molten steel and
heats the charge materials with elec-
tric arcs from carbon electrodes. For
the purposes of this subpart, an EAF
shall consist of the furnace shell and
roof and the transformer. Furnaces
that continuously feed direct-reduced
iron ore pellets as the primary source
of iron are not affected facilities with-
in the scope of this definition.

Heat cycle means the period begin-
ning when scrap is charged to an empty
EAF and ending when the EAF tap is
completed or beginning when molten
steel is charged to an empty AOD ves-
sel and ending when the AOD vessel tap
is completed.

Melting means that phase of steel
production cycle during which the iron
and steel scrap is heated to the molten
state.

Negative-pressure fabric filter means a
fabric filter with the fans on the down-
stream side of the filter bags.

Positive-pressure fabric filter means a
fabric filter with the fans on the up-
stream side of the filter bags.

Refining means that phase of the
steel production cycle during which un-
desirable elements are removed from
the molten steel and alloys are added
to reach the final metal chemistry.

Shop means the building which
houses one or more EAF’s or AOD ves-
sels.

§60.273a

Shop opacity means the arithmetic
average of 24 observations of the opac-
ity of emissions from the shop taken in
accordance with Method 9 of appendix
A of this part.

Tap means the pouring of molten
steel from an EAF or AOD vessel.

§60.272a Standard for particulate mat-
ter.

(a) On and after the date of which the
performance test required to be con-
ducted by §60.8 is completed, no owner
or operator subject to the provisions of
this subpart shall cause to be dis-
charged into the atmosphere from an
EAF or an AOD vessel any gases which:

(1) Exit from a control device and
contain particulate matter in excess of
12 mg/dscm (0.0052 gr/dscf);

(2) Exit from a control device and ex-
hibit 3 percent opacity or greater; and

(3) Exit from a shop and, due solely
to the operations of any affected
EAF(s) or AOD vessel(s), exhibit 6 per-
cent opacity or greater.

(b) On and after the date on which
the performance test required to be
conducted by 8§60.8 is completed, no
owner or operator subject to the provi-
sions of this subpart shall cause to be
discharged into the atmosphere from
the dust-handling system any gases
that exhibit 10 percent opacity or
greater.

§60.273a Emission monitoring.

(a) Except as provided under para-
graphs (b) and (c) of this section, a con-
tinuous monitoring system for the
measurement of the opacity of emis-
sions discharged into the atmosphere
from the control device(s) shall be in-
stalled, calibrated, maintained, and op-
erated by the owner or operator subject
to the provisions of this subpart.

(b) No continuous monitoring system
shall be required on any control device
serving the dust-handling system.

(c) A continuous monitoring system
for the measurement of opacity is not
required on modular, multiple-stack,
negative-pressure or positive-pressure
fabric filters if observations of the
opacity of the visible emissions from
the control device are performed by a
certified visible emission observer as
follows: Visible emission observations
are conducted at least once per day
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